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Limitations
Swanstone products are not 
recommended for exterior use. 
Material should not be used in areas 
exposed to sustained temperatures 
exceeding 450o F. Follow all 
recommended installation procedures 
provided by manufacturer.

Finish
The decorative surface of Swanstone 
is a matte �nish equal to a 320 grit 
sandpaper (gloss reading of 25). A 
higher sheen can be produced by 
buf�ng the product with a commercial 
rubbing compound.

Availability
Swanstone is available nationwide 
through our local stocking distribu-
tors. Visit our website to �nd your 
nearest distributor, swanstone.com

SOLID SURFACE PRODUCTS 
SPECIFICATION AND TECHNICAL DATA 

Product
Swanstone Reinforced Solid 
Surface Products

Manufacturer
The Swan Corporation is 
headquartered in St. Louis,
Missouri, USA with manufacturing 
facilities in Centralia, Illinois USA.

Product Composition
Swanstone is a compression
molded compound that consists 
of a blend of polymer resins, �llers 
and reinforcement additives. 
In the manufacturing process, 
Swanstone transforms into a 
thermoset material that has 
extreme resistance to heat, 
impact, expansion, and chemicals.

Product Category
Swanstone is available in integral 
top and bowl vanity tops, bathtub 
surrounds, shower walls, kitchen 
sinks, kitchen countertops, 
undermount sinks, bar sinks, 
drop-in lavatories, undermount 
bowls, blank vanity tops and table 
tops. Offset vanity top bowl 
locations available.

Colors
Swanstone is available in a variety 
of solid and aggregate colors. See 
colors at swanstone.com.

Warranties
Swanstone wall panels and 
trim kits, vanity tops and 
bowls, drop-in kitchen and bar 
sinks, window trim kits and 
shower �oors are covered by a 
limited lifetime warranty for 
residential applications.  For 
commercial applications, Swan 
offers the following limited 
warranties:
25-Year Limited Warranty on 
wall panels and trim kits.
25-Year Limited Warranty 
against our thermal cracking 
on our vanity tops and bowls.

Warranties (Continued)
10-Year Limited Warranty 
against defects on countertops.
10-Year Limited Warranty 
against defects and/or thermal 
cracking on kitchen and 
bar sinks.
10-year Limited Warranty 
against warping, blistering, loss 
of color, or fading on shower 
�oors. Complete details and 
product warranty application 
for both residential and 
commercial are available on 
our website: swanstone.com. 

Maintenance
Swanstone should be cleaned 
as you would any other �ne 
kitchen or bath �xture. For 
kitchen sinks and countertops, 
rinse any food or beverage 
residue as soon as possible; 
follow up with normal 
household cleaners. To remove 
residue that cannot be rinsed 
away or removed with other 
types of cleaners, use 
powdered abrasive cleaners 
and/or a nylon plastic 
scrubbing pad. Vanity tops 
should be cleaned with normal 
household cleaners. Cleaners 
designed for removing mineral 
based stains can be used on 
Swanstone, as well as a mild 
solution (50/50) of chlorine 
bleach and water. In the event 
of a scratch, start out with 
powdered abrasive cleaner and 
a scrubbing pad; if further 
attention is needed, use a 
white automotive rubbing 
compound or light sanding with 
a 400 grit or 40 micron 
sandpaper.

Application
Any interior, horizontal and 
vertical surface application. 
Also available for kitchen sink, 
shower �oor, lavatory bowl and 
bar sink applications.

Cost
Cost varies with product category. 
Contact your local distributor for 
applicable costs.

Installation
Swanstone reinforced solid surface 
products are shipped with complete 
installation manuals provided with 
every unit. Consult the speci�c 
product installation manual for 
step-by-step installation procedures. 
All manuals are available through our 
website or your local distributor.

Chemical and Stain Resistance
Chemical and Stain Resistance – NEMA  LD3-3.09 No lasting effect on 
Swanstone occurred from exposure to the following:

Class I Chemicals:

Solvents:
Acetone
Amyl Acetate
Benzene
Carbon Tetracholride
Ethyl Ether
Gasoline/Kerosene
Ethanol
Methanol
Toluene
Chloroform
Ethyl Acetate
Naptha

Other:
Ammonia (10%)
Iodine
Lye (1%)
Mercurochrome
Nail Polish Remover
Potassium Permangante
Silver Nitrate (10%)
Sodium Bisulfate
Sodium Hypochlorite (5%)
Trisodium Phosphate
Urea (6%)
Vinegar

Class II Chemicals:

Acids:
Furfural
Hydrogen Peroxide
Methylene Chloride
Nitric Acid (30%, 70%)*
Phenol
Acids (99.5%)
Citric
Hydrochloric (20%)
Phosphoric
Sulfuric (77.96%)
Trichlor Acetic
Formic

Alkalies:
Ammonium Hydroxide
Sodium Hydroxide (10%,  40%)
Sodium Hydroxide Flake

* May cause slight lightening
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TECHNICAL INFORMATION

PA R T  1  –  G E N E R A L 

1 . 1  R E L AT E D  D O C U M E N T S
 Drawings and general provisions of Contract,          
 including General and Supplementary Conditions and  
 Division 1 Speci�cation sections, apply to this section.

1 . 2  S E C T I O N  I N C L U D E S
 A. Solid Surface Compression Molded Sheet Materials.
  a. Countertops.
  b.  Wall Panels.
  c.  Tub Walls with Trim Kit.
  d.  Shower Walls with Trim Kit.
  e.  (Insert Other)

 B.  Solid Surface Compression Molded Products.
  a.  Single Bowl Kitchen Sinks 
      (undermount / self rimming).
  b.  Double Bowl Kitchen Sinks 
     (undermount / self rimming).
  c. Molded Counter Tops.
  d. Countertops with Integral Bowl.
  e. Vanity Tops.
  f.   Vanity Tops with Integral Bowl.
  g.  Lavatory Bowls (undermount / self rimming).
  h. Bar Sinks (undermount / self rimming).
  i. Barrier Free Shower Floors.
  j. Shower Floors.
  k. Window Trim Kits.
  l. Corner Soap Dishes.
  m. Recessed Accessory Shelves.
  n. Economy Soap Dishes.
  o. Soap Dish Panels.
  p. Table Tops
  q. (Insert Other)

1 . 3  R E L AT E D  S E C T I O N S  
 A. Section 06200 – Finish Carpentry.
 B. Section 06400 – Architectural Woodwork.
 C. Section 12300 – Manufactured Casework.
 D. Sections of Division 15 for coordination of   
  plumbing �xture installation.

1 . 4  R E F E R E N C E S
 A. ADA – American Disabilities Act.
 B. ANSI Z 124.3 – Plastic Lavatories.
 C. ANSI Z 124.6 – Plastic Sinks.
 D. ANSI Z 124.1.2 – Plastic Bathtub & Shower Units
 E. ASTM D 256 – Standard Test Method for   
  Determining the Pendulum Impact Resistance   
  of Notched Specimens of Plastics.

 F. ASTM D 570 – Standard Test Method for    
  Water Absorption.
 G. ASTM D 638 – Standard Test Method for 
  Tensile Properties.
 H. ASTM D 696 - Standard Test Method for   
  Coe�cient of Linear Thermal Expansion of Plastics  
  Between – 30 degrees C. and 30 degrees C.
 I. ASTM D 785 – Standard Test Method for Rockwell  
  Hardness of Plastics and Electrical Insulating  
  Materials.
 J. ASTM D 790 – Standard Test Methods for Flexural  
  Properties of Unreinforced and Reinforced Plastics  
  and Electrical Insulating Materials.
 K. ASTM D 785 – Standard Test Method for Rockwell  
  Hardness of Plastics and Electrical Insulating  
  Materials.
 L. ASTM G 22 – Standard Practice for Determining  
  Resistance of Plastics to Bacteria.
 M. NEMA – National Electrical Manufacturers   
  Association.
 N. NSF – National Sanitation Foundation.

1 . 5  S U B M I T TA L S
 A. Submit shop drawings under provisions of Section  
 01300 which indicate dimensions, component   
 sizes, fabrication details, attachment provisions   
 and coordination requirements with adjacent work.

 B. Samples:
  1.  Selection Samples: Submit 2" x 2" actual 

samples of surfacing materials to illustrate full 
range of colors, patterns, and �nishes available.  

  2.   Veri�cation Samples: Submit two samples,  
each 2" x 2" square, illustrating each selected  
surfacing material in speci�ed color, pattern,  
and �nish.

 C. Product Data:
  1. Indicate product description, fabrication         
   information and compliance with speci�ed           
   performance requirements.

 D. Manufacturer’s Instructions:
  1. Submit manufacturer’s printed installation  
   instructions for each product.
  2. Submit manufacturer’s care and maintenance  
   data, including r epair and cleaning instructions.   
   Include in project closeout documents.

1 . 6  D E L I V E R Y,  S T O R A G E ,  A N D          
 H A N D L I N G
 A. Deliver, store, protect, and handle products in  
  accordance with provisions of Section 01600.

 SECTION 06067 – PLASTIC SURFACING
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TECHNICAL INFORMATION

 B. Store surfacing materials to prevent breakage 
  and marring of surfaces in accordance with        
  manufacturer’s printed instructions.
 C. Provide protective coverings to prevent physical  
  damage or staining following installation for  
  duration of project.

1 . 7  S E Q U E N C I N G
 A.  Ensure that fabricators using products of this          

section are in possession of complete manufacturer’s  
instructions before beginning fabrication. Work  
should be performed by factory trained fabricators.

1 . 8  WA R R A N T Y
 A. Countertops: Provide manufacturer’s 10-year   
  warranty against defects in materials. Warranty  
  shall provide material only to repair or replace  
  defective materials.

 B.  Commercial: Swan o�ers the following limited  
warranties:  25-Year Limited Warranty on wall 
panels and trim kits; 25-Year Limited Warranty  
against thermal cracking on our vanity tops and 
bowls; 10-Year Limited Warranty against defects  
and/or thermal cracking on our kitchen sinks and 
bar sinks; 5-Year Limited Warranty against warping, 
blistering, loss of color, or fading on shower �oors;  
3-Year Warranty against manufacturing defects on  
Molded Table Tops. Warranty shall provide material  
only to repair or replace defective materials.

 C.  Residential: Provide manufacturer’s Lifetime   
Warranty against defects in materials.

PA R T  2  –  P R O D U C T S

2 . 1  M A N U FA C T U R E R
 A. Subject to with requirements, provide plastic  
  surfacing material by the following manufacturer:

  1. The Swan Corporation  
   515 Olive Street  
   Suite 1800  
   St. Louis, MO  63101
   Telephone:  800/325-7008
   Fax:  314/231-8165 

 B. Requests for substitutions will be considered in  
  accordance with provisions of Section 01600.

 C. Substitutions:  Not permitted.

2 . 2  S WA N S T O N E  S O L I D  S U R FA C I N G   
 M AT E R I A L
 A. Swanstone Solid Surfacing Materials.

 B. Product Description: Homogenous compression  
  molded material composed of acrylic resins or 
  polyester/acrylic resin blend, �re-retardant �ller   
  materials, �ber reinforcement, and coloring agents  
  meeting the following requirements:

   1. Nominal sheet thickness: 0.250 inch (6mm)

   2. Surface burning characteristics in accordance  
    with ASTM E 84: Flame spread 15, Smoke  
    Developed Index 255.

   3. Liquid Absorption, ASTM D 570, for 1/4 inch  
    material thickness: 0.033 percent.

   4. Izod Impact, ASTM D 256, Method A: 6.6  
    foot pounds per inch.

   5. Tensile Modulus, ASTM D 638 Nominal:   
    1.48 X 10 6 pounds per square inch.

   6. Hardness, ASTM D 785, Barcol Impressor: 42.

   7. Flexural Modulus, ASTM D 638:  1.22 X 10 6  
    pounds per square inch.

   8. Gloss Level 25% at 60 o, NEMA LD 3.; +/- 5%.

   9. Stain Resistance, ANSI-Z 124.3, Passes.

   10. Boiling Water Resistance, NEMA LD 3,  
    Method 3.5: No e�ect.

   11. High Temperature Resistance, NEMA LD 3,  
    Method 3.6: No e�ect (sustain temperature  
    up to 375 degrees F).

   12. Ball Impact Resistance, NEMA LD 3, Method  
    3.8, one pound ball, unsupported: Over  
    150", no damage.

   13. Speci�c Gravity: 1.5 grams per cubic 

    centimeter.

   14. Approximate weight: 2 pounds per square  
    foot in 1/4" sheet products.

   15. NSF Food Zone and Splash Zone Compliant.

   16. Bacterial Resistance, ASTM G 22: Pass.

   17. Abrasion Resistance, ANSI-Z124.3, Passes.

 C. Countertops:
  1. Swanstone Solid Surfacing Material:
  2. Type:  Counter Top Model _______   _   _      _   _   _______.
  3. Type:  Island Top Model _______   _   _   _   _   _   _   _   _____.
  4. Type:  Backsplash Model ___________________.
  5. Size: __________ inches by __________ inches.
  6. Color: ___________________________________.
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  7. Color:  Indicated on drawings.
  8.  Color:  Selected from manufacturer’s range of  
   available colors.

 D. Wall Panels:
  1. Swanstone Solid Surfacing Material (nominal  
   .225" thickness):
  2. Type:  Wall Panel Model ___________________.
  3. Size: __________ inches by __________ inches.
  4. Color: ___________________________________. 
  5. Color:  Indicated on drawings.
  6.  Color:  Selected from manufacturer’s range of  
   available colors.

 E. Tub Walls with Trim Kit:
  1. Swanstone Solid Surfacing Material (nominal  
   .225" thickness):
  2. Type:  Tub Wall Panel Model ________________.
  3. Trim Kit Model ____________________________.
  4. Size: __________ inches by __________ inches. 
  5. Color: ___________________________________. 
  6. Color:  Indicated on drawings.
  7.  Color:  Selected from manufacturer’s range of  
   available colors

 F. Shower Walls with Trim Kit:
  1. Swanstone Solid Surfacing Material (nominal  
   .225" thickness):
  2. Type:  Shower Wall Panel Model ____________.
  3. Trim Kit Model ____________________________.
  4. Size: __________ inches by __________ inches. 
  5. Color: ___________________________________. 
  6. Color:  Indicated on drawings.
  7.  Color:  Selected from manufacturer’s range of  
   available colors

2 . 3  S WA N S T O N E  S O L I D  S U R FA C E    
 C O M P R E S S I O N  M O L D E D           
 P R O D U C T S
 A. Product Description: Compression molded   
  items of same homogenous material, composed  
  of  thermoplastic polymers with  
   reinforcement  to smooth surface,  
  as solid plastic surfacing material meeting the  
  following requirements:

  1. Physical characteristics when tested in   
   accordance with ANSI Z 124.3:
   a. Test 3.3; Surface test: No chips, cracks, or  
    blisters.
   b. Test 3.4; Subsurface test: No voids.
   c. Test 4.2; Drain  connection test, 25  
    pounds at 24 inches: No cracks or chips.
   d.  Test 4.3; Impact load test, 1/2 pound ball at  

20 inches: No cracks or chips.
   e. Test 4.4; Load test, 300 pounds: No cracks

   f. Test 4.4; Residual  after removal  
    of 300 pound load: No 
   g. Test 5.1; Colorfastness test: No change after  
    200 hours.
   h. Test 5.3; Wear and cleanability test:    
    Maximum 0.2 percent r  loss after  
    10,000 cycles.
   i. Test 5.4; Cigarette burn resistance test, 2  
    minute duration: No e ect after cleaning.
   j. Test 5.6, Ignition test: Pass.
   k. Test 6.3.2; Water resistance test, 500 cycles  
    alternating between 150 degrees F and 50  
    degrees F: No crazing blistering, or spalling.

 B. Single Bowl Kitchen Sinks:
  1. Swanstone Compression Molded Fixtures;
  2. Model Number _________________ single bowl; 
   outside dimensions ____ inches by ____ inches
   bowl dimensions ____  inches by ____ inches  
   by ____ inches.
  3. Color: ___________________________________.
  4. Color:  Indicated on drawings.
  5. Color:  Selected from manufacturer’s full range  
   of available colors.

 C. Double Bowl Kitchen Sinks:
  1. Swanstone Compression Molded Fixtures;
  2. Model Number ________________ double bowl; 
   outside dimensions ____ inches by ____ inches
   bowl dimensions ____  inches by ____ inches  
   by ____ inches.
  3. Color: ___________________________________.
  4. Color:  Indicated on drawings.
  5. Color:  Selected from manufacturer’s full range  
   of available colors.

 D. Molded Counter Tops: Integral top and seamless  
  edges. Compression molded into one piece   
  between edges and top with factory installed d"  

      Roseburg Ultrakote particle board or plywood.   
  Tops will include a factory installed .5" perimeter  
  build-up.

  1. Swanstone Compression Molded Fixtures;
  2. Type:  Counter Top Model __________________.
  3. Type:  Island Top Model ____________________.
  4. Type:  Backsplash Model ___________________.
  5.  Color: ___________________________________.
  6. Color:  Indicated on drawings.
  7.  Color:  Selected from manufacturer’s range of  
   available colors.

 E. Countertops with Integral Bowls:
  1. Swanstone Compression Molded Fixtures;
  2. Type:  Counter Top Model __________________.
  3. Size:   ______ inches by ______ inches with  
   ______ inches bowl depth.
  4. Color: ___________________________________.



The Swan Corporation  •   515 Olive Street, Suite 1800  •   St. Louis, MO 63101  •   p (800)325-7008  •   f (314)231-8165  •   swanstone.com 139 G
U

ID
ES

, 
C

O
LO

R
S 

&
 I

N
D

EX

TECHNICAL INFORMATION

  5. Color:  Indicated on drawings.
  6. Color:  Selected from manufacturer’s full range  
   of available colors.

 F. Vanity Tops:
  1. Swanstone Solid Surfacing Material:
  2. Type:  Vanity Top Model ____________________. 
  3. Type:  Backsplash Model ___________________.
  4. Size: __________ inches by __________ inches.
  5.  Color: ___________________________________.
  6. Color:  Indicated on drawings.
  7.  Color:  Selected from manufacturer’s range of  
   available colors.

 G. Vanity Tops with Integral Bowls:
  1. Swanstone Compression Molded Fixtures;
  2. Model Number ________________, molded with  
   integral bowl (s) and 3" inches high integral  
   backsplash:
  3. Top Size:  _________ wide by __________ deep.
   a.  Bowl:  Single, centered in top width.
   b.  Bowl:  Single, o�set to left quarter point of  
    top width, viewed from front edge.
   c.  Bowl:  Single, o�set to right quarter point  
    of top width, viewed from front edge.
   d.  Bowls:  Double, each o�set to quarter  
    points of top width, viewed from front edge.
  4. Color: ___________________________________.
  5. Color:  Indicated on drawings.
  6. Color:  Selected from manufacturer’s full range  
   of available colors.

 H. Lavatory Bowls: (undermount / self rimming)
  1. Swanstone Compression Molded Fixtures;
  2. Model Number ____________________________; 
   outside dimensions ____ inches by ____ inches
   inside dimensions ____ inches by ____ inches  
   by ____ inches.
  3. Color: ___________________________________.
  4. Color:  Indicated on drawings.
  5. Color:  Selected from manufacturer’s full range  
   of available colors.

 I. Bar Sinks (undermount / self rimming)
  1. Swanstone Compression Molded Fixtures;
  2. Model Number ____________________________; 
  3. Size:   ______ inches by ______ inches with  
   ______ inches bowl depth.
  4. Color: ___________________________________.
  5. Color:  Indicated on drawings.
  6. Color:  Selected from manufacturer’s full range  
   of available colors.

 J. Barrier Free Shower Floors:
  1. Swanstone Solid Surfacing Material:
  2. Type:  Barrier Shower Floor Model ___________.

  3. Size: __________ inches by __________ inches.
  4.  Color: ___________________________________.
  5. Color:  Indicated on drawings.
  6.  Color:  Selected from manufacturer’s range of  
   available colors.

 K. Shower Floors:
  1. Swanstone Solid Surfacing Material:
  2. Type:  Shower Floor Model _________________.
  3. Size: __________ inches by __________ inches.
  4.  Color: ___________________________________.
  5. Color:  Indicated on drawings.
  6.  Color:  Selected from manufacturer’s range of  
   available colors.

 L. Window Trim Kits:
  1. Swanstone Solid Surfacing Material:
  2. Type:  Window Trim Kit Model ______________.
  3. Size: __________ inches by __________ inches.
  4.  Color: ___________________________________.
  5. Color:  Indicated on drawings.
  6.  Color:  Selected from manufacturer’s range of  
   available colors.

 M. Corner Soap Dishes:
  1. Swanstone Compression Molded Fixtures;
  2. Model Number ____________________________.
   3.  Color: ___________________________________.
  4. Color:  Indicated on drawings.
  5.  Color:  Selected from manufacturer’s range of  
   available colors.

 N. Recessed Accessory Shelves:
  1. Swanstone Compression Molded Fixtures;
  2. Model Number ____________________________.
   3.  Color: ___________________________________.
  4. Color:  Indicated on drawings.
  5.  Color:  Selected from manufacturer’s range of  
   available colors.

 O. Economy Soap Dishes:
  1. Swanstone Compression Molded Fixtures;
  2. Model Number ____________________________.
   3.  Color: ___________________________________.
  4. Color:  Indicated on drawings.
  5.  Color:  Selected from manufacturer’s range of  
   available colors.

 P. Soap Dish Panels:
  1. Swanstone Compression Molded Fixtures;
  2. Model Number ____________________________.
   3.  Color: ___________________________________.
  4. Color:  Indicated on drawings.
  5.  Color:  Selected from manufacturer’s range of  
   available colors.
 Q. Table Tops:
  1. Swanstone Solid Surfacing Material:
  2. Type:  Table Top Model ____________________. 
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  3. Size: __________ inches by __________ inches.
  4.  Color: ___________________________________.
  5. Color:  Indicated on drawings.
  6.  Color:  Selected from manufacturer’s range of  
   available colors.

A C C E S S O R I E S
 A. Supply materials for installation of products as  
  speci�ed in manufacturer’s printed installation  
  instructions including color matched silicon sealant  
  and adhesives where applicable.

FA B R I C AT I O N
  A. Fabricate components in shop to the greatest  
   extent practical to sizes and shapes indicated,  
   in accordance with approved shop drawings.

  B. Form joints between components using manufac- 
   turer’s standard joint adhesive. Joints shall be  
   inconspicuous in appearance and without voids.

  C. Provide holes and cutouts for plumbing and  
   bath accessories as indicated on the drawings.

  D. Rout and �nish component edges to a smooth,  
   uniform �nish.

  E. All surfaces shall have a uniform �nish.

PA R T  3  –  E X E C U T I O N

3 . 1  P R E PA R AT I O N
 A.  Preparation and Fabrication: Precondition surfacing  
  materials and surfaces to receive surfacing materials 
  in accordance with manufacturer’s printed instructions.
  Fabrication of seams and �xture mounting in  
  accordance with factory fabrication manual. Work to 
  be performed by factory trained specialists.

3 . 2  I N S TA L L AT I O N
 A. Install components plumb and level in accordance  
  with approved shop drawings and manufacturer’s  
  printed installation instructions.

 B.  Form �eld joints using manufacturers recommended  
adhesive, with joints inconspicuous in �nished work.

 C. Adhere undermount sinks/bowls to countertop  
  using manufacturers recommended adhesive and  
  mounting hardware.
 D. Adhere topmount sinks/bowls to countertops using  
  manufacturer’s recommended adhesive and color  
  matched silicone sealant.

 E.  Provide backsplashes and endsplashes as indicated  
on the drawings. Adhere to countertop using        
manufacturer’s standard color matched silicone  
sealant.

 F. Remove adhesives, sealants and other stains upon  
  completion of installation per manufactures written  
  instructions.

 G.  Protect surfaces from damage until project 
completion.

 H. Fabricator/Installer is to review “Care and   
  Maintenance Procedures” including repair and  
  cleaning instructions with the Owner upon      
  completion of project.




